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With display for 
industrial applications

Robust:
The ideal measuring cell for every 
pressure range.

Red/green ranges:
“Good ranges” or switching 
states can be identified quickly 
via the display colour.

Quick setting:
Easy to use to VDMA standard 
via 3 pushbuttons.

Optimum orientation:
Process connection rotatable by 
approx. 345°.

Universal application areas:
High overload protection and 
protection rating IP67 in pressure 
ranges of -1...600 bar.

Accessories  
and process 
adapters: 
see pages 22 - 23

Pressure sensor 
type PN

FKM seal for 
hydraulic applica-
tions.

Pressure sensor 
type PE

EPDM seal for 
water 
applications.

Factory setting 
measuring range 
relative pressure 

 
 

[bar]

Process connection /order no.

G 1/4 female G 1/4 male G 1/4 female G 1/4 male G 1/4 female G 1/4 male

Process connection /order no.

2 switching outputs 1 switching output and 
1 analogue output 
4...20 mA / 0...10 V

2 switching outputs or 
1 switching output and 1 analogue  
output 4...20 mA / 0...10 V, scalable 

Metal measuring cell

0...600 PN7160 PN7560 PN3160 PN3560 PN2160 PN2560

Ceramic-capacitive measuring cell

0...100 PN7092 PN7592 PN3092 PN3592 PN2092 PN2592

0...40 PN7043 PN7543 PN2043 PN2543

0...160 PN7012 PN7512 PN2012 PN2512

0...25 PN7093 PN7593 PN3093 PN3593 PN2093 PN2593

0...16 PN7014 PN7514 PN2014 PN2514

0...10 PN7094 PN7594 PN3094 PN3594 PN2094 PN2594

0...6 PN7015 PN7515 PN2015 PN2515

0...2.5 PN7096 PN7596 PN3096 PN3596 PN2096 PN2596

0...1 PN7097 PN7597 PN3097 PN3597 PN2097 PN2597

0...0.25 PN2098 PN2598

-1...1 PN7099 PN7599 PN2099 PN2599

-1...0 PN3129 PN3529

0...400 PN7070 PN7570 PN3070 PN3570 PN2070 PN2570

0...250 PN7071 PN7571 PN3071 PN3571 PN2071 PN2571

Factory setting 
measuring range 
relative pressure 
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G 1/4 female G 1/4 male

Process connection / 
order no.

2 switching outputs or 
1 switching output and 

1 analogue output 
4...20 mA / 0...10 V, 

scalable

0...250 PE2091 PE2591

0...100 PE2092 PE2592

0...25 PE2093 PE2593

0...10 PE2094 PE2594

0...2.5 PE2096 PE2596

-1...1 PE2099 PE2599

Ceramic-capacitive measuring cell

For NPT type units  
please go to 

ifm.com


